COUNTER

User's Manual



DISPLAY BOARD SECTION

1.KEYPAD LAYOUT
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12/24 Key
RST key
U/D key

L/R key
S+1 key
S-1 key
START key
STOP key

. Set 12/24 hour format (only for the TIMER)
: Reset the Counter.
: The Counter toggles between upcount

and downcount.

: Select the left or right two digits to adjust.
: Increase by 1

: Decrease by 1

. Run the Counter.

. Stop the Counter.

2.POWER ON SET UP THE DISPLAY BOARD
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1.Plug the appropriate end of the DC Power Adapter into the power receptacle on the

Display Board.

2.Plug the DC Power Adapter into a standard 100~240VAC outlet.
3.0nce the Display Board is powered on, it begins to work. First It will cycle through a
diagnostic display and then run the last selected function.

3. SELECT THE DISPLAY BOARD FUNCTION
There are function selection switches on the side of the Display Board.
Below is the function list when selection switches are at different status.

The Counter function switch:
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stion switches, you need to reboot the Display

3set and display 0.

irnative between up-count and down-count.
-1 will decrease by 1.
ey to select two digits which will be adjusted.

If press S+1 or S-1 for 3 seconds, the number

vo digits, and then adjust to desired number.
ber.

(8,N,1.)

& ">' denotes the beginning of data package.
& ">', denotes the end of data package.
>'and '<ETX>' may vary according to detailed

ode '<', 'I','D', &>
umber in ASCII format.

JOWN-COUNTER(MODEL 110)
><xx><DAyyyy><ETX> Send the preset number.
:notes the ID, two ASCII characters.

the preset number, 4 ASCII characters.
><xx><|N><ETX>

ase the Counter by 1.

:notes the ID, two ASCII characters.

><xx><DE><ETX>
rase the Counter by 1.
:notes the ID, two ASCII characters.

><xx><UP><ETX>
| to count up
><xx><DN><ETX>
1 to count down
><xx><RE><ETX>
t the Counter

@ SOFTWARE SECTION

1.SOFTWARE SCREEN
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2.SET UP - CONNECTING THE CABLE

1 Connect Display Board to the PC using RS232/RS485 cable.

2.0n the back of your computer, identify a COM PORT. If you have trouble locating a
COM PORT on your computer, please reference your computer user manual or
contact the manufacturer of your computer.

3.Connect the 9-Pin connector end to the COM PORT you will be using.
If the 9-pin connector is not connected to the correct COM PORT, computer
communication will not wark.
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3.CONFIGURE SOFTWARE

1.Select COM port. s i
2.Click on OK when your settings are S E e gi‘;cégh:
complete. =
4.SET DISPLAY BOARD ID e ————
1.Select proper ID number. A ; |
2.Click OK button. o |w_ E|




